A variable impedance actuator using shape memory alloy by Manfredi, Luigi et al.
                                                              
University of Dundee
A variable impedance actuator using shape memory alloy
Manfredi, Luigi; Velsink, Florien; Khan, Muhammad Amir Hamza; Cuschieri, Alfred
Published in:
Proceedings Actuator 2016
Publication date:
2016
Document Version
Accepted author manuscript
Link to publication in Discovery Research Portal
Citation for published version (APA):
Manfredi, L., Velsink, F., Khan, M. A. H., & Cuschieri, A. (2016). A variable impedance actuator using shape
memory alloy. In H. Borgmann (Ed.), Proceedings Actuator 2016. (pp. 167-170). [B 1.2] Germany: Messe
Bremen-HVG Hanseatische Veransaltungs-GMBH.
General rights
Copyright and moral rights for the publications made accessible in Discovery Research Portal are retained by the authors and/or other
copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with
these rights.
 • Users may download and print one copy of any publication from Discovery Research Portal for the purpose of private study or research.
 • You may not further distribute the material or use it for any profit-making activity or commercial gain.
 • You may freely distribute the URL identifying the publication in the public portal.
Take down policy
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately
and investigate your claim.
Download date: 01. Jul. 2017
 www.actuator.de
Presented at ACTUATOR 2016 Conference in Bremen.



